
    

■ ATAPI internal drive for PC

 ■ For 3.5˝ or 5.25˝ drive bay

■ Rugged, removable 3.5˝ disk cartridge

 ■ Quickly runs applications from your MO disks

 ■ Safe, reliable back-up and archival

 ■ Compatible with all ISO 3.5˝ MO disks 

(128, 230, 540 and 640 MB)

INTERNAL,REWRITABLE

M A G N E T O - O P T I C A L

6 4 0 M B D I S K D R I V E

The shape of serious storage

AI
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Specifications

AI

Internal 3.5" magneto optical disk drive with ATAPI interface

DynaMO stands for ideal removable storage with high 
performance and reliability.  Now, Fujitsu introduces the 
new DynaMO 640AI, an addition to the DynaMO series 
featuring ATAPI interface.  DynaMO 640AI is designed to 
be integrated into the empty 3.5" or 5.25" drive bay of a 
PC system through the E-IDE interface connection port.

High performance with unmatched data reliability

The DynaMO provides high-performance and high-
capacity storage.  With a data transfer rate up to 3.9MB/s 
and 640MB storage capacity, the DynaMO 640AI meets 
the requirements of today's demanding applications.  
Valuable data can be stored on industry-standard MO 
disks, which are rugged and offer highly reliable storage.

System requirements

• 486 or higher IBM-compatible PC
• Empty 3.5" or 5.25" drive bay
• Enhanced IDE (E-IDE) interface
• Windows 3.1/95/98/NT4.0, or OS/2

DynaMO 640AI includes:

• 3.5" 640MB magneto-optical disk drive
• 5.25" mounting frame kit
• 3.5" MO disk cartridge (640MB)
• DynaMO CD* (installation CD)
• Quick installation guide
* DynaMO CD includes device drivers, formatters for 
  Windows 3.1/95/98/NT4.0 and OS/2 and driver        

installation online user's manual.

Specifications are subject to change without notice.
For the latest information, contact your local Fujitsu representative.
All brand names and  product names are trademarks and registered trademarks of their respective holders.
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Disk cartridge Standard 640, 540, 230 and 128 MB disks

(3.5-inch ISO) Overwrite (OW) 640, 540 and 230 MB disks

Interface     ATAPI (ATA/ATAPI-4)

Data transfer Drive Up to 3.9 MB/s

rate Interface Up to 16 MB/s(PIO mode 4 or multi 
                                                      word DMA mode 2)

Seek time 28 ms

Latency time 8.3 ms

Rotational speed 3,600 rpm

Buffer size 512 KB

Input power                           +5 VDC (uses internal power supply of PC)

Power Operating 5.3 W

consumption Sleep mode 0.5 W

Dimensions 25.4mm x 101.6mm x 146.0mm


